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Marshalls Modal PCC Paving Slabs

Dimensions: 600x300x80mm

Finish: Silver Grey / Charcoal Grey Random Mix

Mortar Bedding Course

Depth: 50mm

Sub Base to Engineer's Detail

Void Former to

Engineer's Specification

Drainage Board. Depth: 30mm

Waterproofing to

Engineer's Detail

Structural Slab to Engineer's Detail

Permeable

Geotextile Membrane
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400

Hardwood timber strut between joists

Dimensions: W:50mmxD:75mm

Hardwood Deck Board

Material: Ipe or similar approved

Dimensions: W:95mmxD:38mm

Hardwood timber joist

Dimensions: W:50mmxD:75mm

Void former

Adjustable decking

pedestal riser

5mm gap between boards

Structural Slab to Engineer's Detail
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Marshalls Modal PCC Paving Slabs

Dimensions: 400x200x80mm

Finish: Silver Grey / Charcoal Grey Random Mix

Mortar Bedding Course

Depth: 50mm

Sub Base to Engineer's Detail

Void Former to

Engineer's Specification

Permeable

Geotextile Membrane

Drainage Board. Depth: 30mm

Waterproofing to

Engineer's Detail

Structural Slab to Engineer's Detail
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Resin Bound Gravel Surface Course

Depth: 20mm. Finish: Buff

Asphalt Concrete Binder Course

Depth: 40mm

Geotextile Membrane

Void Former to

Engineer's Specification

Permeable Geotextile Membrane

Drainage Board

Depth: 30mm

Waterproofing to

Engineer's Detail

Structural Slab to Engineer's Detail

10mm Coarse Sand

60mm Type 1 to Engineers

Specification

Permeable Geotextile

Membrane

30mm Drainage Board

Structural slab to

Engineer's specification

25mm Recycled Rubber

Soft Fall Pad

Void Former to Engineer's

Specification

Easigrass Artificial grass (PT-014)

Type: Easi-Chelsea. Size: 44mm

Structural Slab to Engineer's Detail

8
0
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0

Washed Aggregate

Bedding Course

Depth: 50mm

Sub Base to Engineer's Detail

Marshalls Priora PCC Permeable Block Paving Unit

Dimensions: 200x100x80mm

Finish: Silver Grey

Marshalls Priora PCC Permeable Block Paving Unit

Dimensions: 200x100x80mm

Finish: Charcoal Grey used to mark bays

Permeable Geotextile

Membrane

Geogrid rienforcement layer

Capping Layer to

Engineer's Detail

2
5

Gravel Surface Course

Depth: 25mm. Finish: Buff

MOT Type 3 Sub-base overfill

Strataweb Cellular System by

Geosynthetics

for paving above retained trees

RPA (Root Protection Area)

filled with MOT Type 3

Sub-base rolled and compacted

to engineer's details

2
5

2
0

0

Geotextile layer for separation

Existing ground

Staked Aluminium Edging Strip

Kinley AllEdge or similar

Soil graded

to edging

Retained Tree
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NOTES:

This drawing is the copyright of

Hyland Edgar Driver. It must not be

copied or reproduced without

written consent. Only figured

dimensions are to be taken from

this drawing. All contractors must

visit the site and be responsible for

taking and checking all dimensions

related to the works shown on this

drawing.
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Paving Type 01 - Over Structural Slab

1:10@A1

2 3

Hardwood Timber Decking - Over Structural Slab

4 6

Paving Type 02 - Over Structural Slab
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Artificial Grass Play Surfacing - Over Structural Slab in Courtyards
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Resin Bound Gravel Surface - Over Structural Slab
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Paving Type 05
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1

Gravel Surface - Over retained tree Root Protection Area
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